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Woodura Planks
HYLTA XL DESERT 3.0
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Type of wood Grading Surface finishing Water resistance
Oak Nature Pro Matte finish High

A hotel, office, shop or home where you want to add warmth. The gentle tones,
mixed with the appealing texture, create a stylish and soothing environment.

BJCELIN

Specification
GENERAL CLASSIFICATION AND SAFETY
Type of floor Hardened wood Supports Underfloor Heating Yes
Type of wood Oak Water resistance High
Grading Nature Fire Resistance (EN 13501) Cfl-S1
Surface finishing Pro Matte finish Thermal conductivity (EN 12664) 0,16 W/(m*K)
Staining Contrast Desert Thermal resistance (EN 12667) 0.07 m?K/W
Light/dark Dark Formaldehyde emission (EN 717-1) E1<=0: ppm (typical value <= 0.05
Pattern Plank ppm)
Locking system vilinge 5G Dry® Brinell hardness (EN 1534) 10 HB
Core HDF Impact resistance (EN 14354) EC3
Level of use Commercial Thickness swelling (EN 14354) <10% (5% typical)
Wear resistance (EN 14354) > 6000 cycles
DIMENSIONS Slip resistance (USRV) (CEN//TS 15676) 40
Format XL FSC FSC Mix (FSC-C140725)
Width (ISO 24337) 8mo" SundaHus Evaluated by SundaHus
Length (ISO 24337) 86.614" Svanen Yes (3029 0021)
Thickness (ASTM F387) 0.441" Greenguard Gold Greenguard Gold Certified
Thickness of wear layer (ASTM F410) 0.02” A+ Yes
Weight per m? 25.296 lbs M1 Yes
CE Marked Yes
PACKAGE Warranty (commercial) 10 years
Quantity in box & Warranty (residential) Limited Lifetime Warranty
sq.ft per box 19.515 sqft Level of use domestic (EN ISO 10874) Class heavy Residential (Class 23)
sqft per pallet 936.611 sqft Level of use commercial Class heavy commercial (Class 33)
Weight per sq.ft 2.350 lbs (EN I1SO 10874)
Weight per box 45.856 lbs
MISC.
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