SIKKERHEDSDATABLAD BJ E LI N

Woodura Sildeben 2.0

Specifikation

GENERELT

Gulvtype Hzerdet traegulv
Traesort Eg
Sortering Select
Pigmentering Earth Grey | Misty White | Natural
Mgnster Sildebensparket
Overfladebehandling Pro matlak
L8sesystem Vilinge 5G®
Kerne HDF
Fas Long- and short side
MAL

Bredde 91mm
Laengde 546 mm
Tykkelse 1 mm
Slidlagets tykkelse 0.6 mm
PAKKE

Veegt per palle 152 kg
Kasser per palle 96
Antal pr. pakke 44 stk.
m? pr. pakke 218 m?
m? pr palle 104,97 m?
Vaegt pr. pakke 24 kg

KLASSIFICERING OG SIKKERHED

CE-maerket Ja
FsC FSC Mix (FSC-C140725)
Garanti 20 ar
Taler gulwarme Ja

woodura’

Tho mark of
roaponable forestry
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Produkter

PRODUKTNAMN TRASLAG
KILA2.0 Eg
ERVALLA2.0 Eg
SKEDVI2.0 Eg

OVERFLADEBEHANDLING
Pro matlak
Pro matlak
Pro matlak

PIGMENTERING
Earth Grey
Misty White

Natural

SORTERING
Select
Select
Select

XL

XXL



